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A nondestructive optical interferometric method, which enables a direct and simultaneous
measurement of small changes in both thickness and refractive index of thin films, is described.
Optical interferometric methods are sensitive to the changes in the optical path length~the product
of the refractive index and the physical thickness! through the film. Thus, when the film is subjected
to changing environmental conditions such as changing temperature or humidity, it is a challenge to
determine the change in thickness and the change in refractive index separately, using
interferometry. By simultaneously monitoring two different sets of interference fringes, i.e.,
transmission and reflection fringes, we have been able to successfully address this challenge. Our
measurements on well-characterized pedigree glass samples are presented. The results agree well
with the expected values for these samples, supporting the feasibility of this characterization
technique to new materials. Self-standing, transparent~weakly absorbing! films ranging in thickness
from tens to hundreds of microns can be characterized from direct measurements. ©2001
American Institute of Physics.@DOI: 10.1063/1.1372676#
The properties of thin films could differ greatly from
those of bulk samples of the same material. Hence, measure-
ments must be made on the material in thin-film form. The
changes in thickness of thin films due to changing tempera-
ture, for example, are on the order of optical wavelengths
and, hence, demand high precision in the measurements. Us-
ing an optical method allows for this kind of precision while
being nondestructive to the film. The challenge that arises
with an optical interferometric method comes from the fact
that the critical parameter affecting the measurements is the
optical thickness of the film, which is the product of the
refractive index and the physical thickness.
Interferometric methods have been commonly used for
thin-film characterization.1–5 It is important to note here that
most of these techniques are used to measure the absolute
thickness and/or refractive index~not changes in these pa-
rameters! and most often, the setup is not easily adaptable to
subjecting the film to changing environmental parameters
such as temperature or humidity. In general, the methods
used to measure changes in either of these two characteris-
tics, namely, thickness~t! or refractive index (n), usually
end up measuring changes in the optical thicknessD(nt) of
the film. From this, the change in either thickness (Dt) or
refractive index (Dn) is extracted by either~a! an indepen-
dent measurement of the change in the other parameter, us-
ing a bulk sample of the material,6 or ~b! by using an inde-
pendent model for estimating or calculating the change in the
other parameter.2 The common optical method for character-
izing thin films is ellipsometry.7–9 In this method, the change
in polarization of monochromatic light on reflection is mea-
sured at several wavelengths and angles of incidence. Ellip-
sometry can be used for films on substrates and works well
for very thin films. However, the analysis of data for thicker
films ~relative to the wavelength used! becomes increasingly
problematic. Some other methods used for thin-film charac-
terization are as follows:~a! soft x-ray reflectance measure-
ments used for very thin films,10 ~b! the measurement of the
angular modulation of the reflected intensities from the front
and back surfaces of the film,11 ~c! the combined measure-
ment of the reflectivity and the coefficient of reflectivity dif-
ferentiated with respect to the incident angle of light,12 and
~d! the measurement of transmittance spectra.13–17In most of
the methods above, the optical constants are obtained from a
fitting procedure to appropriate theoretical calculations. An
optical interferometric method using a combination of a
modified Jamin interferometer and a thin-wedge technique
has been reported for determining the thickness and optical
index directly.18 The method described in this note is useful
to make a simultaneous measurement of the changes in both
the thickness and optical index characteristics of the films
with changing temperature. Films from a few microns to
several hundred microns in thickness can be studied by using
a novel combination of two very fundamental sets of inter-
ference patterns from a film, i.e., reflection and transmission
fringe patterns.
As discussed above, the overall change in the optical
path through the film must be separated into changes attrib-
uted to each of the two parameters. Therefore, in designing
this experiment it was necessary to incorporate two indepen-
dent methods of measuring the changes in the film. A com-
bination of transmission and reflection interferometry pro-
vides the solution.
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Transmission fringes: In this arrangement, a laser is in-
cident on a double slit with a film placed in front of one of
the slits~see Fig. 1!. When the beams originating atA andB
meet, they produce a pattern of interference fringes on a
screen. The optical path difference~OPD! between the two
beams for a pointP on the screen is given by
~OPD!15@~D12t1!1n1t1#
2D2~before temperature change!, ~1!
whereD1 is the geometrical distance fromA to P, D2 is the
distance fromB to P, n1 is the initial refractive index of the
film, and t1 is the initial thickness. There will be a bright or
dark fringe atP depending on whether this optical path dif-
ference is an integral or a half-integral multiple ofl, the
wavelength of light. When the film is heated, the optical path
length of the beam originating atA changes, causing a shift
in the fringe pattern. If the refractive index and thickness of
the film after heating aren2 and t2 ,
~OPD!25@~D12t2!1n2t2#
2D2~after temperature change!. ~2!
From Eqs.~1! and ~2!,
D~OPD!5~OPD!22~OPD!15D~nt!2D~ t !5~DmT!l,
~3!
where D(nt)5n2t22n1t1 and D(t)5t22t1 . DmT is the
change in the order of the transmission fringe at the pointP,
due to the shift in the fringe pattern on heating the film. For
instance, if during heatingD~OPD! was equal tol, then one
entire fringe would pass by a photodetector placed at pointP.
Reflection fringes: For our second method, we use the
interference of the beams reflected off of the front and back
faces of the film, as shown in Fig. 2. For a given angle of
incidencei of the beam on the film, the optical path length is
dependent only on the refractive index and the thickness. It
can be easily derived that
~OPD!152t1@n1
22sin2 ~ i !#1/2
~before temperature change!, ~4!
~OPD!252t2@n2
22sin2 ~ i !#1/2
~after temperature change!. ~5!
From Eqs.~4! and ~5!, for small i,
D~OPD!5~OPD!22~OPD!1>2D~nt!5~DmR!l. ~6!
It should be noted from Eqs.~3! and ~6! that the trans-
mission fringes are sensitive toD(nt)2D(t), while the re-
flection fringes, for low angles of incidence, are sensitive to
D(nt). Further, ifn1 , t1 are the refractive index and thick-




where an and a t are the temperature coefficients of the
thickness change and refractive index change, respectively.
a t is positive, whereasan can be either positive or negative
depending on the material and the temperatures involved.
The working equations can be derived by combining Eqs.
~3!, ~6!, ~7!, and~8!, and puttingDT5T22T1 ,
@~n121!a t1n1an#t1DT5~DmT!l, ~9!
@2n1~an1a t!#t1DT5~DmR!l. ~10!
Our experimental design incorporates the two ideas dis-
cussed above. A He–Ne laser is directed on a beam splitter,
as shown in Fig. 3. One of the two beams from the beam
splitter passes through the film while the other half is di-
verted to a mirror a small distance away~see Figs. 3 and 4!.
The mirror directs the beam into the path of the transmitted
beam so that the two will eventually meet and interfere at the
first magnifying lens. One of the two interfering beams
passes through the film. Placing the mirror close to the beam
splitter helps to increase the fringe spacing. The film is sur-
rounded by a brass plate on either side. The brass plates have
windows and the film is mounted part of the way into the
window, as shown in Fig. 4. One of the interfering beams
passes through the part of the window interposed by the film,
while the second interfering beam passes clear of the film
through the same window. The brass plates are wrapped with
heater bands and insulated with fiberglass insulation. This is
part of the temperature control system that is used to set and
FIG. 1. Schematic of the double-slit arrangement for transmission fringes.
The film thickness is shown highly exaggerated.
FIG. 2. Schematic representation of the reflection fringes. The dashed lines
represent the situation for the expanded~heated! film.
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control the temperature of the film. A thermistor attached to
the film measures its temperature directly. Microscope objec-
tives are used to magnify the interference pattern. A photo-
diode is used as a detector. Very sharp, high contrast inter-
ference fringes can be seen on a screen placed in the plane of
the photodetector. The reduction in intensity of the beam
through the film is small and does not affect the sharp vis-
ibility of the fringes. If it becomes a problem, a neutral den-
sity filter can be introduced in the path of the other beam to
compensate for this and restore sufficient contrast needed for
the measurements. On heating the film, the fringe pattern
shifts and the light incident on the photodiode alternates be-
tween bright and dark, producing waves as the output on the
chart recorder. When the recorder moves from one peak to
the next, the optical path difference between the two beams
has changed by 632.8 nm, the wavelength of the light from
the He–Ne laser. The film is oriented at a low angle of inci-
dence, so that the beam that is reflected off of it will reach
the detection setup, as shown in Fig. 3. After passing through
a magnifying lens, the reflected pattern is detected by a pho-
todetector and observed on a chart recorder. The fringe pat-
terns can also be monitored with a video camera. After re-
cording the progress of the pattern as it moves across the
screen, it is possible to fast forward the tape and actually
count the fringes that pass. From the traces on the chart
recorder, the fringe shifts are obtained to within an eighth of
a fringe. The fringe pattern is very sensitive to both air cur-
rents and mechanical vibrations. We used a floated optical
table and carefully shielded the beam path from air currents.
Differential heating of the air in the two interfering beam
paths would lead to a shift in the fringe pattern on heating,
even without the film. We were able to eliminate the effect
of the differentially heated air as follows: instead of maneu-
vering the reflected beam entirely around the film encase-
ment, we moved the film so that it covered only half of the
window in the brass plate and then steered the reflected beam
through the other half. Thus, by bringing the beams closer
together, we were able to reduce the drift that occurred when
heating without a film to less than half a fringe over a change
in temperature of 75 °C.
We used two different types of glasses: Fused silica and
BK7 glass. The fused silica pedigree glass samples were ob-
tained from Corning Inc.~Corning code 7940!. BK7 glass
~International code 517642! samples were obtained from
FIG. 5. ~a! Fused silica: graph of the measuredDmR andDmT against the
product of sample thickness and temperature change. The error bars repre-
sent an eighth of a fringe. The expected line, calculated from the known
values ofan anda t for fused silica, is also shown for comparison with the
data. ~b! BK7 glass: graph of the measuredDmR and DmT against the
product of sample thickness and temperature change. The error bars repre-
sent an eighth of a fringe. The expected line, calculated from the known
values ofan anda t for BK7 glass, is also shown for comparison with the
data.
FIG. 3. Schematic diagram of the experimental setup. The angle of inci-
dence of the laser beam on the film is shown exaggerated for clarity.
FIG. 4. Details of the film encasement.
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Schott Glass. The two types of glasses differ greatly in the
values of their refractive indices and thermal expansion co-
efficients, as seen below. Fused silica has a very low thermal
expansion coefficient and is used in optical components
where this feature is an asset.
The values ofan anda t for the two glasses as supplied











Figures 5~a! and 5~b! show the measured shifts in trans-
mission and reflection fringes plotted against the product of
the thickness and the temperature (tDT) for each of the two
glasses. As seen, the data fit very well with the calculated
fringe shifts in each case. Values ofan and a t calculated
from the measurements using a linear fit to the data and Eqs.









The data corresponding to the largest value oftDT has
been omitted in the fits for the above calculations. It is im-
portant to note from Eq.~9! that the transmission fringes are
relatively more affected by refractive index changes than
thickness changes. Hence, for materials with a much larger
an compared toa t , the fringe shifts are dominated by the
index changes and, hence, the resulting error bar on the mea-
sured value ofa t becomes larger. This would limit the use-
fulness of this technique in such cases. The good agreement
obtained in the case of the samples that we have measured
confirms the feasibility and use of this technique. The key
parameter that would determine the applicability of the
method to a sample comes from the fact that the absolute
fringe shifts produced by the film for changes in temperature
of a few tens of degrees should be large enough compared to
the precision of the fringe-shift measurements. Previous
measurements of transmission fringe shifts using Kapton19
how that it is possible to stack films to increase the absolute
fringe shifts in the case of very thin films or films with very
low thermal coefficients. The fringe shifts obtained in the
transmission for a stack of three films was found to be three
times that for a single film, thus providing a way to increase
absolute fringe shifts and slightly extending the applicability
of the method to thinner samples.19
In conclusion, a successful solution to the problem of
decoupling of the two coefficientsan and a t using optical
interferometric methods has been demonstrated. The coeffi-
cients can be calculated directly from the data.
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